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MODELS:
❑ SB-2111-E: 1.2 gpm (4.5 L/min) flow rate, with drain

❑  SB-2111-LD-BO: 0.5 gpm (1.9 L/min) flow rate, less drain

FEATURES:
• Lead-free brass construction

• Sculpted lever handle

• 1.2 gpm (4.5 L/min) flow rate

• Ceramic cartridge

COMPLIANCE:
•  ASME A112.18.1/CSA B125.1 certified

• NSF 61 certified

• WaterSense Certified (SB-2111-E only)

• NSF 372 Compliant

• Meets ADA

FINISH:

OPTIONS: Add suffix to model #

• Less drain (SB-2111-E only) ❑ -LD

WARRANTY:
• Limited Lifetime Warranty (SB-2111-E consumer use)

• 1 Year Limited (SB-2111-E commerical use)

• 5 Year Limited (SB-2111-LD-BO)

SB-2111-E SB-2111-LD-BO
Echo™ Single Lever Faucet

DIMENSIONS: NOTE: 1. All dimensions are in inches (millimeters) unless otherwise specified and are subject to change without notice.

PC BN (SB-2111-E only)

RPG04-0434 (-BN)1

RPG05-09172

RPG45-00603

RPG05-09154

Tighten lock nut (1) by rotating counterclockwise
until the pop-up drain assembly is secure.
Rubber washer should be on top of sink.

Place one end of spring clip (1) on the end of
pivot rod (2). Insert rod through hole in lift rod 
strap (3).Secure with spring clip (1).

Insert lift rod (1) into strap (2) and tighten screw(3).
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         After installation is completed, remove aerator.
         Turn on water supply and allow both hot and 
cold water to run for at least one minute each to remove
the debris. While water is running ,check for leaks.
Replace aerator.

IMPORTANT:
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